ASi-5 Bus Termination, IP20

ASi-5 Bus Termination
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The ASi cable allows you to create junctions at any point in the
system effortless and without problems. The topology is thus
freely selectable, e.g. tree, ring, star or linear.

The Bihl+Wiedemann diagnostics software (BW2902, BW2916)
enables the installation to be checked for any errors during the
acceptance of systems. If the diagnostics software detects dis-
turbing reflexions on an ASi-5 node, an ASi-5 bus termination
(BWU4280) should be used.

It is possible to use an ASi-3 bus termination (BWU1644) and an
ASi-5 bus termination (BWU4280) in combination.
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(Figure similar)

When using ASi-5 nodes, Bihl+Wiedemann recommends con-
necting an ASi-5 bus termination to the end of the longest
branch.

One ASi-5 bus termination is usually sufficient. If the diagnostics
software still detects reflexions after fitting the first ASi-5 bus ter-
mination, connecting another ASi-5 bus termination to the next
smaller branch is recommended. This is to be continued until the
diagnostics software no longer detects any reflexions.

Article No. BWU4280
Connection

Profile cable connection Push-in terminals
Rated operating voltage 10 ... 32 Vp¢ PELV
Rated operating current 15 mA

Display

LED U ASi high (green) ASi voltage > 26 V

LED U ASi low (yellow) ASi voltage > 18.5V

Environment

Applied standards EN 60529
EN 61000-6-2
EN 61000-6-3
Operating altitude max. 2000 m
Ambient temperature -25 °C ... +40 °C (up to max. +55 °C) (no condensation permitted)

Storage temperature -25°C ... +85°C

Housing Plastic, for DIN rail mounting

Pollution degree 2

Protection category IP20

Tolerable loading referring to  [according to EN 61131-2

humidity

Voltage of insulation 2500 V

Weight 659
Dimensions (B/H/T)inmm [22,5/99/50,5
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ASi-5 Bus Termination, IP20
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UL-specifications (UL508)
BWU4280

External protection

An isolated source with a secondary open circuit voltage of <30 Vp with a 3 A maximum over cur-
rent protection. Over current protection is not required when a Class 2 source is employed.

In general

devices.

UL mark does not provide UL certification for any functional safety rating or aspects of the above

Pin assignment

BWU4280

Signal name

Explanation

ASi+, ASi-

connection to ASi bus

n.c. (not connected)

not used

u>
18,5V 126V

VAC)
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Installation recommendation:

ASi communication without bus termination disturbed by
reflections

Disturbance-free ASi communication with bus termination
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gateway or the ASi power supply unit.

» The ASi-3 bus termination (BWU1644) should always be installed at the point of the ASi circuit which is furthest away from the ASi

» When using ASi-5 nodes, Bihl+Wiedemann recommends connecting an ASi-5 bus termination to the end of the longest branch.
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Installation recommendation:
ASi communication without bus termination disturbed by Disturbance-free ASi communication with several bus
reflections with 1 bus termination terminations
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» One ASi-5 bus termination is usually sufficient. If the diagnostics software still detects reflexions after fitting the first ASi-5 bus
termination, connecting another ASi-5 bus termination to the next smaller branch is recommended. This is to be continued until
the diagnostics software no longer detects any reflexions.

BWU4280
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